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Product Image 

  

 Bandpass SAW Filter with 345 MHz bandwidth 
 Ultra-small Surface Mount 1.8 x 1.4 x 0.65 mm 

package 
 Single-Ended Input and Output 
 Excellent selectivity with high out-of-band 

rejection 
 Ultra LAW (Lamb Acoustic Wave) technology 

 

 Wireless Routers 

 Residential Gateways 

 Wi-Fi UNII2c-3@ wireless ISP’s 

 Customer Premise Equipment’s 

Applications Features 
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Electrical Specification  

Notes: (1) With Matching Network (Ref. Testing Environment Circuit as shown below) 

 

  

Parameters Minimum Typical Maximum Units Notes 
Insertion Loss - 3.0 3.9 dB 5490 - 5835MHz   

Amplitude Ripple  - 1.0 - dB 5490 - 5835MHz   

Absolute Attenuation 

39 44 - 

dB 
 

30 - 2400 MHz   

37 43 - 2400 - 2500 MHz   
30 35 - 2400 - 3000 MHz   
25 31 - 3400- 3800 MHz   

22 28 - 3800 - 4900 MHz   
22 28 - 4400 - 4800 MHz 
25 30 - 4800 -5000 MHz 

50 52 - 5170 - 5330 MHz   
30 35 - 7200 - 7500 MHz   
18 22 - 10300 - 11800 MHz   

VSWR - 1.70 2.2  5490 - 5835MHz   
DC Voltage  - - 3  V   
Input Power  - - 28 dBm   

Source Impedance  

(single ended)  
- 50  - Ω   

Load Impedance  

(single ended)  
- 50  - Ω   
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Mechanical Specification 

 
 
 
 

 

Environmental Specification 

  
 

 
 
 

Parameters Specifications 
Dimension 1.8 x 1.4 x 0.65 mm 

Mounting Type SMD Mount 

Parameters Specifications 
Operating Temperature Range -40ºC ~ +105ºC 
Storage Temperature Range -20ºC ~ +95ºC 

RoHS Complaint Yes 
Maximum Input Power(dBm) +28@50℃ 

ESD Voltage (HBM)  ＞100 V 

ESD Voltage (CDM)  ＞100 V 

Moisture Sensitivity Levels  3  
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Product Dimensions 

Units : INCHES [mm] 

 

 

 

 
 

All tolerances are ± 0.05 mm except overall length and width± 0.10 mm  
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Measurement Circuit 

 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 

 

1. Matching component values shown are recommended based on the evaluation board. Value adjustment 
may be required on the end-user’s circuit boards for the selected component manufacturer and PCB 
material. 

  

Port  Matching Component  

Input              R1: 50Ω  

Output              R2: 50Ω 
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Frequency Characteristics 

 
S21 narrow band 
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S21 wide band 
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VSWR (S11 & S22) 
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Reflow Profile   
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Packing Details 
 
Tape & Reel 

 4Kpcs/reel 

Tape (Unit: mm) 
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Reel (Unit: mm) 

 

 

 

 

 

 

 

ATTENTION: Abracon LLC’s products are COTS – Commercial-Off-The-Shelf products; suitable for Commercial, Industrial and, where designated, Automotive 
Applications. Abracon’s products are not specifically designed for Military, Aviation, Aerospace, Life-dependent Medical applications or any application requiring high 
reliability where component failure could result in loss of life and/or property. For applications requiring high reliability and/or presenting an extreme operating 
environment, written consent and authorization from Abracon LLC is required. Please contact Abracon LLC for more information. 

 


